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FARM UNIVERSAL

Super Tractor Oil Universal (STOU)

FARM UNIVERSAL is an STOU type oil that can be used for engines, wet brakes, wet clutches, various
gears and hydraulic driven devices of agricultural machinery such as tractors, combines, rice planting

machine. It can back up comfortable farm work powerfully.

® SPECIAL FEATURES

1. It can be used for all lubrication points such
as engines, wet type brakes, wet type
clutches, various gears and hydraulic driven
devices in various agricultural machines.

FARM UNIVERSAL can be used for all
lubrication points of various agricultural machines,
because it is excellent in detergency, extreme
pressure property, hydraulic performance and wet
brake characteristics.

2 All season type oil

FARM UNIVERSAL can be used throughout
the four seasons. It also improves fuel economy as

it is excellent in cold startability.

3. Excellent oxidation stability

FARM UNIVERSAL is stable and lubricates
with less deterioration even when it is used at a
high-temperature part of the engine since it has
excellent oxidation stability.

4. Excellent wet brake characteristics
FARM UNIVERSAL exerts reliable braking

force without causing brake squeal since it is

excellent in wet brake characteristics.

5. Excellent rust prevention

FARM UNIVERSAL has excellent rust
preventing properties. It prevents rust at the time
of the machine storage during the agricultural
off-season.

® APPLICATIONS

Engine, wet brake, wet clutch, gear and
hydraulic driven devices of various agricultural
machines such as tractor, combine harvester, rice

transplanter, binder, tiller, etc.

® CONTAINERS

200-liter drum, 20-liter can, 4- liter can (6 pieces)

® TYPICAL PROPERTIES OF
FARM UNIVERSAL

SF/CE,CF-4 class,

Engine oil service categories 10W-30

Gear oil service categories GL-4 class, 80W

Density (15°C) g/em? 0.884
Kinematic (40°C) mm?/s 66.5
viscosity  (100°C) mm?/s 10.4
Viscosity Index 144
Flash point (COC) °C 218
Pour point °C -37.5
Acid number mgKOH/g | 2.80
Base number (ASTM D4739) mgKOH/g | 7.00

Note: The typical properties may be changed without notice.
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@ Handling Precautions

/

* For the handling of this product: Please read the Safety Data Sheet (SDS) for this oil and

the handling precautions listed on the product container carefully before use.

* Regarding obtaining the SDS: Please note that Safety Data Sheets (SDS) should be obtained

via commercial channels and cannot be provided by the ENEOS Customer Center.

* The properties and performance listed are based on measurements and insights from our

testing methods and do not guarantee accuracy or completeness. The typical properties
may be changed without notice.




